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Compact Multicomponent Ambient System

AQM 60

Air Quality Station

Applications

MNear roadside air quality monitoring

Urban air quality monitoring

Perimeter (fence line) and industrial point
source emissions monitoring

Airport and seaport air quality monitoring

Natural environment air guality monitoring

Expansion of existing air quality networks

Local community exposure: residential,
schools, hospitals

Envirocnmental impact assessments

Construction site monitoring

Low-cost and Compact Air Quality Monitoring

Air quality concerns everybody and directly impacts on our environment
and personal well-being. Monitoring air quality in the micro-environment
is critical for understanding epidemiological effects, for environmental
assessments, for transportation planning, and for making decisions
about air pollution mitigation strategies.

Aerogual's AQM 60 Air Quality Station is compact and designed for
low-cost and easy deployment in an air quality monitoring network. The
AQM 60 station offers long term quantitative, time integrated
atmosphere measurement with excellent correlation to reference
methods. Conventional air quality stations by comparison are
expensive, bulky, power-hungry, and require a rigorous calibration and
maintenance program. Such limitations often make them unsustainable
for micro-scale and high-density monitoring.

The AQM 60 station boasts a highly flexible instrument platform
configurable to measure common air pollutants including ozone (Qa),
nitrogen dioxide (NO3), nitrogen oxides (NQOy), carbon monoxide (CO),
sulphur dioxide (SQO3), volatile organic compounds (VOC), hydrogen
sulphide (HzS), non-methane hydrocarbons (NMHC), carbon dioxide
(COg), particulate matter (PM;o, PMzs, PM;), noise and meteorological
parameters such as temperature, humidity, wind speed and direction.

Key Features

« Continuous high guality measurement of gases and particles

« Compact instrument and small footprint for network deployment

» Lower capital cost for affordable profiling and assessments

» Calibrated against EPA and EU Reference Methods (2008/50/EC)
«» Built-in zero air scrubber and optional automatic calibration system
» User calibration to available and traceable primary standards

« Climate-controlled compact enclosure for pole or wall installation
« Active sampling via brushless pumps and PTFE filter

+ Single-board computer and Secure Digital card data storage

« PC configuration and data logging software in units ppm or mg/m®
» Remote communication and diagnostics solutions

« Flexible instrument platiorm for meteorological and noise sensors

ECM ECO Monitoring, a.s., Neva@dzov§ 5, 821
+421 2 4342 9418 E-mail: ecm@ecm.sk Company Reg. No.:17312094
+421 2 4342 7408 http://  www.ecomonitoring.com VAT No.: SK2020317244

+421 2 4342 7465

01

Brati

<


http://www.ecomonitoring.com/

S ECM ECO Monitoring

Environmental & Process Monitoring instrumentation & systems ot o1
1SO 14001

ECM ECO Monitoring, a.s., Nevadzovsg 5, 821 01 Brati:
Phone: +421 2 4342 9418 E-mail: ecm@ecm.sk Company Reg. No.:17312094
+421 2 4342 7408 http://  www.ecomonitoring.com VAT No.: SK2020317244

Fax: +421 2 4342 7465


http://www.ecomonitoring.com/

